
 

• Liner Hooks Installed 

• Three (3) Outside Ladders 

• Lid 

• 96” x 88 1/2” Lid on 90” Opening 

• Spring Loaded with Five (5) Ratchets per 
Lid 

• Buna-N, “T” Seal 

• Two (2) ¼” plate Baffles 

• One (1) 8” Pressure Vacuum Valve installed on 
front One (1) 1 ¼” Pressure Relief Valve 
installed on Lid Two (2) 2” Coupling Sample 
Ports 

• Two (2) 4” Ball Valve Drains 

• Water Test 

• SSPC-SP6 Commercial Blast 

• Painted Customer Color – Direct to Metal 
Polyurethane 

 

 Slide Top Bin 18cy 

SPECIFICATION 

 

• 18yd – 22’ Length x 96” Width x 39” Height 
(Model: 1L-2239) Radius Bottom 

• ¼” 1-Piece Floor 

• 3/16” Sides, Front, & Tailgate 

• 4” x 3” x 3/16” Top Cap Tube 

• 3” x 4.1 Channel Floor Cross-Members on 16” 
Centers 

• 6” x 2” x ¼” Tube Rails – 36” Inside 

• 1 ¼” Cable Hook with ¾” Hook Plate 

• Solid 4” Diameter x 6” Long Nose Rollers with 
Grease Zerks 

• Four (4) 10” Diameter x 8” Ground Rollers with 
Grease Zerks 

• ¼” Push Plates on Front Wall 

• 4” x 4” x 3/16” Tube Door Frame 

• Grease Zerks in Tailgate Hinges 

• Four (4) Ratchet Binders with Chains on Tailgate 

• Neoprene, “T” Seal on Tailgate 
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